
Flap systems.Kinvaro.L-80 parallel lift flap fitting

All dimensions in millimetres. Subject to changes. 53

ASSEMBLY AND INSTALLATION INSTRUCTIONS All dimensions in millimetres
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Front:  
installation for flaps with standard aluminium frame profiles (19 mm)

Front: installation for wooden and frame flaps 
(min. 45 mm width)
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1 Pre-drilling required - Ø 2 mm
2 Pre-drilling required - Ø 5 mm 

KH Type X
350 – 369 1 190
370 – 389 2 210
390 – 409 3 230
410 – 429 4 250
430 – 600 5 270

Cutting dimensions
Cross bar

LWK - 78

Calculation of flap weight

Flap width x flap height x flap thickness x density1 + weight of handle 2 = weight of flap 
1 Densities: MDF 0.85 kg/dm3, chipboard 0.65 kg/dm3, spruce/pine 0.45 kg/dm3 
2 For bar handles allow 0.1 kg for each 100 mm handle width. We recommend a trial fitting

WARNING

Important!
Caution - risk of injury!
Fitting is spring-tensioned!

LEGEND
D Distance 
F Reveal
FAO  Front overlay, top
FAS  Front overlay, side
KH  Cabinet height
KP Cornice 
LHK Inside cabinet height
LWK  Inside cabinet width
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