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REGOLAZIONE VERTICALE = -2  +2

REGOLAZIONE FRONTALE  = -1  +3

REGOLAZIONE LATERALE  = -2  +2

FORATURA SCATOLA Ø35X13

CARATTERISTICA = 13

APERTURA MASSIMA = 94°
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Technical information

Flap door lift system fixed to the cabinet sides.

Drilling of the door ø35.
13 mm deep cup.
85° opening with stop device (premounted).
94° opening without stop device.
Minimum door height 220mm / 8-5/8”
Maximum door height 610mm / 24”
Possible drilling distance on the door (K): from 3 to 7 mm.

Drilling pattern - Dimensions Frameless

Space needed to open the door

Side view

Cabinet side

MINIMUM REVEAL TABLE
T= 16 17 18 19 20 21 22 23 24 25 26 27 28

K=3 A= 0 0.1 0.1 0.2 0.2 0.3 0.5 0.6 0.7 0.9 1.1 1.8 2.7
K=4 A= 0 0.1 0.1 0.2 0.2 0.3 0.4 0.6 0.7 0.9 1.1 1.3 2.1
K=5 A= 0 0.1 0.1 0.2 0.2 0.3 0.4 0.6 0.7 0.9 1.1 1.3 1.5
K=6 A= 0 0.1 0.1 0.2 0.2 0.3 0.4 0.6 0.7 0.9 1.0 1.2 1.5
K=7 A= 0 0.1 0.1 0.2 0.2 0.3 0.4 0.6 0.7 0.8 1.0 1.2 1.4

OVERLAY TABLE

 K D1

3 = 16

4 = 17

5 = 18

6 = 19

7 = 20

Top View

K = Drilling distance
D = Door overlay on the cabinet side 

K = Drilling distance
D1 = Door overlay on the cabinet top
A = Min Reveal 
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D 24

FILLER 2-3/16” x 7-7/8”
TH

55

200

TH

104

Drilling pattern - Dimensions - Frame

Space needed to open the door

Side View

Frame recess
Top View

85°

T

D1

OVERLAY TABLE

 K D1

3 = 16

4 = 17

5 = 18

6 = 19

7 = 20

K = Drilling distance
D = Door overlay on the cabinet side 

Wind “Footprint” dimensions=  7-3/4” L x 2-1/4” H x 1-1/2” T
K = Drilling distance
D1 = Door overlay on the cabinet top 

Holes can be pre-drilled 
5 mm dia or pilot drilled 
2 mm dia. 
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Installing the cups to the door

Attaching the base to the cabinet sides
Use 5mm x 13mm system screws or #7 x 5/8” wood screws.

Connecting the lift mechanism to the cups

This operation is tool free.

Note: 
LH lift mechanism must be installed in LH base, 
RH lift mechanism must be installed in RH base.

FRAME FRAMELESS

FRAME FRAMELESS

FRAME FRAMELESS

SNAP ON SNAP ON

WIND - Assembly instructions

Left Right Left Right

Left Right Left Right
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Connecting the lift system to the base
This operation is tool free.

Installing the covers

SNAP ON SNAP ON
FRAME FRAMELESS

FRAME FRAMELESS
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WIND - Adjustments

2

1

3

5

4

6

85°

94°

85°

94°

WARNING ! Security cable ties.
Remove the cable ties only at the end of the assembly.
Use the instructions and the QR Code attached to the 
systems.

Adjustments.

1 - adjustment of the spring strength.
2 - adjustment of the decelerating effect.
3 - removal of the angle reduction clip.

4 - height adjustment of the door from - 2 to +2.
5 - side adjustment of the door from - 2 to +2.
6 - depth adjustment of the door from - 1 to +3.

With stop device (premounted)

Without stop device

Note:
LH lift mechanism must be installed in LH base,
RH lift mechanism must be installed in RH base.
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Disassembly instructions

Removal of the covers

Remove the lift mechanism from the cups (door)

Disconnecting the system from the cups. This operation is tool free.

Disassembly of the system

Press the back lever and remove the lift mechanism. This operation is tool free.

FRAME FRAMELESS

FRAME FRAMELESS

FRAME FRAMELESS
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